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ΧΧΦΦǎǘƻǊȅǘŜƭƭƛƴƎΧΦΦ
... I was young but I had a very clear project in mind: to preserve and develop the knowledge received in my life in the world of

agriculture.

With the support of my brothers Dino, Carlo and Filippo we have grown in the area helping all our "friends" to find solutions

and machines for their needs.

We have grown in the territory of our origins until we reach many international markets and have more and more "friends"

even from distant countries ...

Of course,é we have built special machines, always found solutions, offered advice, exchanged opinions, and, always with

the enthusiasm of when we were young, we had the joy of seeing ñour old and new friendsòhappy and satisfied with our work.

Yes, éa beautiful story ... a beautiful life ... .. "

ALDOSPAPPERIςCEOANDFOUNDER



1964: SPAPPERINTwasestablished
9%of the TURNOVERinvestedin the R&D
15%new staff dedicatedto technologicalandmarketingresearch.
57yearsspecializedin the AGRICULTUREMACHINERIES
45yearsspecializedin the mechanizationprocessof tobaccocultivation
32countriespresentall over the world

! ŎƻƳǇƭŜǘŜ ƭƛƴŜ ƻŦ ŜǉǳƛǇƳŜƴǘ ŦƻǊ ǘƻōŀŎŎƻ ŎǳƭǘƛǾŀǘƛƻƴ ω ¢ǊŀƴǎǇƭŀƴǘŜǊǎΣ ω IƻŜƛƴƎ ŀƴŘ ŜŀǊǘƘƛƴƎ ǳǇ ƳŀŎƘƛƴŜǎ ω ¢ǊƛƳƳŜǊǎ 
ω aŀŎƘƛƴŜǊƛŜǎ ǘƻ ǘǊŜŀǘ ŀƴŘ ǇƛƴŎƘ Ǉƭŀƴǘǎ ω IŀǊǾŜǎǘŜǊǎ ω !ǎǎŜƳōƭȅ ǎȅǎǘŜƳǎ ω hǾŜƴǎ ŦƻǊ ŘǊȅƛƴƎ ω ǎƻǊǘƛƴƎ ŀƴŘ ǇŀŎƪŀƎƛƴƎ ǎȅǎǘŜƳǎΦ 

ωPneumaticandmechanicseeddrillscombinedto mulchingones;
ωTransplantersnewandcompleteline to transplantin row spacingplantationlayoutsor in openfield quincunxor mulchingof seedlings
in seedcells,with conical,cylindrical,pyramidalalso pressed,plugs,bare-root seedlings,cuttings, rootlings and in a pot fruit trees,
seeds,bulbsandgarlics;
ωInter row andinter plantcultivatormachines;
ωManualandmechanicridgingmachines;
ωFertilizerandsubfertilizerplacers,andhosecollectors;
ωTowedharvestersfor medicalplants;
ωSingle,doubleor on equippedtankcropsconveyorbelts.

SPAPPERI NT a MARKET ORIENTED COMPANY

TOBACCO CULTIVATION

AGRICULTURAL MACHINERIES

SPAPPERI OVERVIEW
new



TOBACCO CULTIVATION AND MECHANIZATION
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TOBACCO TECHNICAL SOLUTIONS PROPOSAL

SPAPPERI SYSTEM PROPOSAL

Mechanization of all production processes throughout the supply chain to 
improve productivity and reduce fixed costs.

Continuous quality controls in production processes (total quality), use of 
raw materials and first-class components

Introduction of new control systems applied to machines for standardization 
of the production process and the final product

Investment in technical training with continuous training and certification 
SPAPPERI NT service and after-sales service

Consultancy on production facilities and transmission of know-how

MARKET REQUESTS

Reductionof production costs (fixedcosts)

difficulty in findingspecialisedstaff/operator

Requestsof technologicalinnovationand control at every

stage of production

Increasingdemand for high qualityproducts

Researchtechnologyreliability for a short duration of 

seasonality.

Generationalchange: from traditionaloperator with 

medium/low to young/manager producers with 

medium/high technologicalknowledge

Sustainabilityand ecologicalcoherenceat everystage of 

production

Mechanisationresearchby:

ω ¢ƻǇ ƳŀǊƪŜǘΥ ǘƘŜ ǘǊŜƴŘ is towardsa reductionof 

small producers and a concentrationof medium/ large 

producers

ω aƛŘŘƭŜ ƳŀǊƪŜǘΥ ǘǊŜƴŘ towardscorporation

Demand for new technologiesfor use of tobaccofor 

other purposes



ÅGrowingarea preparation

ÅSoilpreparation

ÅTransplanting(IR: 
900/1300 mm; IP: 
330/400 mm) 

ÅSoilmaintenance: weed
control 

ÅTOPPING 

ÅSPRAYER

ÅHARVESTING

ÅDRYERS and CURE

7

stages of tobaccoproduction
SPAPPERI solutions



TRANSPLANTING

MARKET TREND and REQUESTS

Easy adaptability of transplanting machines on the 

basis of inter-row and inter-plant required

Accessories and andintegrated systems for sprayers, 

watering and fertilizing systems.

Synchronized transplant timing and study of new 

automated transplants



WEEDER - RIDGING 

MARKET TREND and REQUESTS
Å Oxygenationof the soil
Å weedingcontrol
Å uniformgrowth of plantsin soil
Å Fortifythe plants(repositionthe earth from the 

bottom of the ridgaroundthe stemof the plant).
Å Uniform growth of plants that allows smooth 

action of the following phases of the supply chain.

Å Reduction of process time and increment of the 
productivity



SC 200 - 1 ELEMENT WITH WHOLE CENTRAL ELEMENT AND 2 SIDE HALF-ELEMENTS

Rows Nr 2

Fixed chassis TF width cm 270

Inter-row min/ max cm 90 / 120

Weight kg 740

Min. required power Hp 50 ÷ 75

Equipment to use after transplantation and sowing in crops with distance inter-rows from 90 to
120 cm. Multifunction machine for weeding, ridging and localized distribution of fertilizer and
pesticides and scarify between the rows for proper soil drainage

Rigder-weeder with rotating cones SC

SC 400 - 3 ELEMENTS WITH WHOLE CENTRAL ELEMENT AND 2 SIDE HALF-ELEMENTS

Rows Nr 4

Fixed chassis TF width cm 320 / 507

Inter-row min/ max cm 100 / 120

Weight kg 1,240

Min. required power Hp 80 ÷ 100



Inter-rows spring weeder cultivator ST

Use: independent module (max. up to eight) carried tool for weeding all kinds of
row crops, such as tobacco , corn, sunflowers , potatoes, etc. Adjustment to soil
and weeding: each module or element consists of 3 or 5 weeding springs (32x12)
and a parallelogram arm that allows for a constant adjustment to the terrain while
remaining parallel to the surface. Weeding is performed by weeding springs,
dragged by the tractor as it advances. For special requirements, it is also possible
to attach two half side elements, with just two weeding springs, to one or more.
Working depth and inter row spacing: manually adjustable.

3 TINE UNIT - INTER-ROW 45 / 55 cm

Technical features ST 500-3 ST 700-3 ST 1300-3

Nr of elements 5 7 13

Chassis                               cm 250 400 750

Width cm 110 110 110

Height cm 100 100 100

Total weight Kg 475 665 1.240

Minimum power Hp 50 60 80

5 TINE UNIT - INTER-ROW 75 / 85 cm

Technical features ST 150-5 ST 350-5 ST 550-5 ST 750-5

Nr of elements 1 + 2/2 3 + 2/2 5 + 2/2 7 + 2/2

Chassis cm 200 350 500 650

Width cm 110 110 110 110

Height cm 100 100 100 100

Total weight Kg 340 475 660 870

Minimum power Hp 20 50 70 90

ACCESSORIES ON DEMAND

Renforcement for spring

Seedling protection sheet

Steering + hydraulic control

Rear furrower + hitches

Fertilizer spreader



SPRAYING ςTOPPING
TOPPING: 
ω tǊƻŎŜǎǎ ŜƴǎǳǊƛƴƎ uniphomityin plant height
ω tǊƻƳƻǘŜǎ ƭŜŀŦ ŘŜǾŜƭƻǇƳŜƴǘ
ω ƛƴƘƛōƛǘǎ ǘƘŜ ƎǊƻǿǘƘ ƻŦ ƴŜǿ ōǳŘǎ ǘƘŀǘ ōƭƻŎƪ ǘƘŜ 
development and maturation of existing leaves

SPAYER
Treatthe tobaccowith an oily substanceto 
downfallof the bud dry

Mechanization of the AUTOMATIC TOPPING 
allows a drastic reduction of costs



TECHNICAL FEATURES 

Engine Diesel FPT / LOMBARDINI  46 kW (62 Hp) (TIER 3A)

Drive hydrostatic ƿ3 driving wheels 

Parking brake multiple disks on rear wheels 

Steering Hydraulic

Speed 20 km/h

Variable track gauge from 2200 to 2340 mm

Front tires 10.5/80 ƿR18.3

Rear tires 380/70 ƿR 20 

Topping  height from 120  to 190 cm

Weight in operation 2.100 kg JS122 - 2.720 Kg JS124

Length / width / height 420 / 270 / 310 cm

Topping machine JS122 - JS124
ǒFrom 2 to 4 topping rows
ǒ3 wheels

Self-Propelled tobacco trimmer and topping machine 2 or 4 lines.

useful for small, medium and big sized crops. The trimming and

topping system is composed by double rotating blades that cut

only the tobacco flower makes them falling down the ground and

by fan that pushing down the leaves makes them safe from

damages. Again, the machine has an independent lifting system

that allow the driver to adapt to any kind of tobacco. On request,

only for 4 topping rows machine, it would be provided the

automatic independent cutting device on each row
Cutting system with double blade



Combined sprayer and topping machine model JS15 ƿJS20 ƿJS25 
ǒ8 spraying rows
ǒ3 wheels
ǒ4 Topping rows (on request)

TECHNICALFEATURES

Hydraulic bar: from 10 mt with two pistons

Irroration pump: 400 L multistage centrifugal pump

Control unit : irroration automatic monitoring and check

Nr. Spraying rows 8

Engine: MODJC15 FPT 59 kW (80 Hp) (TIER3A)

MODJC20 - JC25 FPT 74 kW (100 Hp) (TIER3A)

Drive: Hydrostatic ƿthree driving wheels

Parking brake: Multiple disks on rear wheels

Steering : Servo control

Speed : 22 Km/h

ǆHSBOMVYǇCab: with conditioning air

Variable track gauge: from 115 to 225 cm

Front tires : 400/70 R20

Rear tires : 15.5 /80 R24

Weight in operation : 5.500 Kg

Dimensions
(lenght ƿwidth ƿheight )

7 mƿ3 mƿ4 m

ACCESSORIESTOPPING

Topping height: From 120 to 190 cm

Nr. Topping rows 4 ( 2+2 indipendent)

STAINLESS STEEL
TANK CAPACITY

MODJS15 1.500 L

MOD JS20 2.000 L

MOD JS25 2.500 L



HARVESTING STAGE:
BOTTOM leavesstage (1° TIME)
MEDIUM leavesstage (2°-3° TIME)
TOP leavessage(4° TIME)

Engineering: personalizedmachinerydesigned
for PMI



Tobacco harvester RA341
ǒ1 rows
ǒ4 wheels

TECHNICAL FEATURES 

Engine: VM D754 TE3 (TIER 3A)

ǒcycle / stokes / cylinders diesel / 4 / 4 in linea

ǒtotal displacement 2.970 cm³

ǒmaximum power 59,8 Kw a 2600 rpm

ǒmaximum torque 274 Nm a 1800 rpm

Total empty weight: 4400 kg

Steering: hydraulic

Brakes: hydrostatic

Wheels: 
5!esjwf!xiffmt!xjui!29Ǉ!sjnt!ƿ2 front 
steering wheel 10,5 R18

Tires (1st and 2nd axle) : 10,5 R18

Drive: 
reversible hydrostatic drive with 
forward/reverse lever

Battery: N° 1 - 12 V 145 Ah

Fuel Tank 110 lt

Harvesting rows Inter-row Defoliators alignment Defoliators standard Maximum speed 

1 115 cm feeler with electro hydraulic sensors rubber for bottom and medium leaves 20 km/h

ǒElectro hydraulic sensors for bottom and medium leaves



Tobacco harvester RA942I
ǒ2 rows
ǒ4 wheels

Harvesting rows Inter-row Defoliators alignment Defoliators standard Maximum speed 

2 from 110 to 140 cm feeler with electro hydraulic sensors rubber for bottom and medium leaves 25 km/h

ǒElectro hydraulic sensors for bottom and medium leaves

TECHNICAL FEATURES 

Engine: FPT (TIER 3A)

ǒcycle / stokes / cylinders diesel / 4 / 4 in line

ǒtotal displacement 4.485 cm³

ǒmaximum power 74 Kw to 2.300 rpm

ǒmaximum torque 435 Nm to 1.250 rpm

Total empty ewight : 6.300 kg

Steering: hydraulic

Brakes: hydrostatic

Wheels: 
5!esjwf!xiffmt!xjui!31Ǉ!sjnt
2 front steering wheel

Tires (1st and 2nd axle) : 14,5 R20

Drive: 
Reversible Hydrostatic Drive
With Forward/Reverse Lever

Battery: N°1 - 12 V 145 Ah

Fuel Tank Capacity 210 lt



TOBACCO HARVESTERS
WITH PENDULUM SYSTEM



Tobacco harvester RA632E
ǒ2 rows
ǒ3 wheels

Harvesting rows Inter-row Defoliators alignment Defoliators standard Maximum speed 

2 from 110 to 140 cm mechanical pendulum system rubber for bottom and medium leaves 22 km/h

ǒPendulum system for bottom and medium leaves

TECHNICAL FEATURES 

Engine: FPT (TIER 3A)

ǒcycle / stokes / cylinders diesel / 4 / 4 in line

ǒtotal displacement 4.485 cm³

ǒmaximum power 74 Kw to 2.300 rpm

ǒmaximum torque 435 Nm to 1.250 rpm

Total empty ewight : 6.000 kg

Steering: hydraulic

Brakes: hydrostatic

Wheels: 
4!esjwf!xiffmt!xjui!31Ǉ!sjnt
1 front steering wheel

Tires (1st and 2nd axle) : 14,5 R20

Drive: 
Reversible Hydrostatic Drive
With Forward/Reverse Lever

Battery: N°1 - 12 V 145 Ah

Fuel Tank Capacity 210 lt



Tobacco harvester RA942E
ǒ2 rows
ǒ4 wheels

Harvesting rows Inter-row Defoliators alignment Defoliators standard Maximum speed 

2 from 110 to 140 cm mechanical pendulum system rubber for bottom and medium leaves 22 km/h

ǒPendulum system for bottom and medium leaves

TECHNICAL FEATURES 

Engine: FPT (TIER 3A)

ǒcycle / stokes / cylinders diesel / 4 / 4 in line

ǒtotal displacement 4.485 cm³

ǒmaximum power 74 Kw to 2.300 rpm

ǒmaximum torque 435 Nm to 1.250 rpm

Total empty ewight : 6.300 kg

Steering: hydraulic

Brakes: hydrostatic

Wheels: 
5!esjwf!xiffmt!xjui!31Ǉ!sjnt
2 front steering wheel

Tires (1st and 2nd axle) : 14,5 R20

Drive: 
Reversible Hydrostatic Drive
With Forward/Reverse Lever

Battery: N°1 - 12 V 145 Ah

Fuel Tank Capacity 210 lt



Tobacco harvester RA944E
ǒ4 rows
ǒ4 wheels

Harvesting rows Inter-row Defoliators alignment Defoliators standard Maximum speed 

2 from 115 to 120 cm mechanical pendulum system rubber for bottom and medium leaves 20 km/h

ǒPendulum system for bottom and medium leaves

TECHNICAL FEATURES 

Engine: FPT (TIER 3A)

ǒcycle / stokes / cylinders diesel / 4 / 4 in line

ǒtotal displacement 4.500 cm³

ǒmaximum power 129 Kw to 2.400 rpm

ǒmaximum torque 645 Nm to 1.400 rpm

Total empty ewight : 125.000 kg

Steering: hydraulic

Brakes: hydrostatic

Wheels: 
5!esjwf!xiffmt!xjui!31Ǉ!sjnt
2 front steering wheel

Tires (1st and 2nd axle) : 16 70S31Ǉ0!27/6!96!35Ǉ

Drive: 
Reversible Hydrostatic Drive
With Forward/Reverse Lever

Battery: N°1 - 12 V 145 Ah

Fuel Tank Capacity 300 lt



Tobacco harvester RA832 ALL IN ONE 
ǒ2 rows
ǒ3 wheels

Harvesting rows Inter-row Defoliators alignment Defoliators standard Maximum speed 

2 from 110 to 120 cm mechanical pendulum system
rubber for bottom and medium leaves

blade-type defoliators
25 km/h

ǒPendulum system for bottom and medium leaves
ǒTop Leaves 

TECHNICAL FEATURES 

Engine: JD/FPT (TIER 3A)

ǒcycle / stokes / cylinders diesel / 4 / 4 in line

ǒtotal displacement 4.485 cm³

ǒmaximum power 74 Kw to 2.300 rpm

ǒmaximum torque 435 Nm to 1.250 rpm

Total empty ewight : 7.000 kg

Steering: hydraulic

Brakes: hydrostatic

Wheels: 
4!esjwf!xiffmt!xjui!31Ǉ!sjnt
1 front steering wheel

Tires (1st and 2nd axle) : 14,5 R20

Drive: 
Reversible Hydrostatic Drive
With Forward/Reverse Lever

Battery: N°1 - 12 V 145 Ah

Fuel Tank Capacity 210 lt



Ʒ pendulum system for 
bottom  and  medium leaves

Tobacco harvester RA832
ǒ2 rows
ǒ3 wheels



Tobacco harvester RA832
ǒ2 rows
ǒ3 wheels



Tobacco harvester RA832
ǒ2 rows
ǒ3 wheels



Harvesting rows Inter-row Defoliators alignment Defoliators standard Maximum speed 

2 from 110 to 120 cm mechanical pendulum system
rubber for bottom and medium leaves

blade-type defoliators
25 km/h

TECHNICAL FEATURES 

Engine: JD/FPT (TIER 3A)

ǒcycle / stokes / cylinders diesel / 4 / 4 in line

ǒtotal displacement 4.485 cm³

ǒmaximum power 74 Kw to 2.300 rpm

ǒmaximum torque 435 Nm to 1.250 rpm

Total empty ewight : 7.000 kg

Steering: hydraulic

Brakes: hydrostatic

Wheels: 
4!esjwf!xiffmt!xjui!31Ǉ!sjnt
1 front steering wheel

Tires (1st and 2nd axle) : 14,5 R20

Drive: 
Reversible Hydrostatic Drive
With Forward/Reverse Lever

Battery: N°1 - 12 V 145 Ah

Fuel Tank Capacity 210 lt

Tobacco harvester RA832E
ǒ2 rows
ǒ3 wheels ǒPendulum system for bottom and medium leaves

ǒTop Leaves 



Tobacco harvester RA832E
ǒ2 rows
ǒ3 wheels

Conveyor belts inclined at 55 °

for a quick collection of large 

quantities of leaves, 

rapid replacement of leaf strippers



UPPER STALK TOBACCO 
HARVESTERS



Tobacco harvester RA732
ǒ2 rows
ǒ3 wheels

Harvesting rows Inter-row Defoliators standard Maximum speed 

2 from 110 to 140 cm blade-type defoliators 22 km/h

TECHNICAL FEATURES 

Engine: FPT (TIER 3A)

ǒcycle / stokes / cylinders diesel / 4 / 4 in line

ǒtotal displacement 4.485 cm³

ǒmaximum power 74 Kw to 2.300 rpm

ǒmaximum torque 435 Nm to 1.250 rpm

Total empty ewight : 6.000 kg

Steering: hydraulic

Brakes: hydrostatic

Wheels: 
4!esjwf!xiffmt!xjui!31Ǉ!sjnt
1 front steering wheel

Tires (1st and 2nd axle) : 14,5 R20

Drive: 
Reversible Hydrostatic Drive
With Forward/Reverse Lever

Battery: N°1 - 12 V 145 Ah

Fuel Tank Capacity 210 lt



Tobacco harvester RA742
ǒ2 rows
ǒ4 wheels

Harvesting rows Inter-row Defoliators standard Maximum speed 

2 from 110 to 140 cm blade-type defoliators 22 km/h

TECHNICAL FEATURES 

Engine: FPT (TIER 3A)

ǒcycle / stokes / cylinders diesel / 4 / 4 in line

ǒtotal displacement 4.485 cm³

ǒmaximum power 74 Kw to 2.300 rpm

ǒmaximum torque 435 Nm to 1.250 rpm

Total empty ewight : 6.000 kg

Steering: hydraulic

Brakes: hydrostatic

Wheels: 
5!esjwf!xiffmt!xjui!31Ǉ!sjnt
2 front steering wheel

Tires (1st and 2nd axle) : 14,5 R20

Drive: 
Reversible Hydrostatic Drive
With Forward/Reverse Lever

Battery: N°1 - 12 V 145 Ah

Fuel Tank Capacity 210 lt



Tobacco harvester RA742
ǒ2 rows
ǒ4 wheels

Harvesting rows Inter-row Defoliators standard Maximum speed 

4 from 115 to 120 cm blade-type defoliators 22 km/h

TECHNICAL FEATURES 

Engine: FPT (TIER 3A)

ǒcycle / stokes / cylinders diesel / 4 / 4 in line

ǒtotal displacement 4.500 cm³

ǒmaximum power 129 Kw to 2.400 rpm

ǒmaximum torque 645 Nm to 1.400 rpm

Total empty ewight : 125.000 kg

Steering: hydraulic

Brakes: hydrostatic

Wheels: 
5!esjwf!xiffmt!xjui!31Ǉ!sjnt
2 front steering wheel

Tires (1st and 2nd axle) : 27/6!96!35Ǉ

Drive: 
Reversible Hydrostatic Drive
With Forward/Reverse Lever

Battery: N°1 - 12 V 145 Ah

Fuel Tank Capacity 300 lt


