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REGULAR EQUIPMENT • Fixed frame TF with connection for I and II Cat. and height adjustable side support 
wheels • Parallelogram for adaptation of the element to the ground • Independent hydraulic system with pump 
unit / multiplier, 40-litre tank and hydraulic motors with direct connection to the cutters • Heat exchanger for 
hydraulic circuit • Vertical cutters with three hoes diameter 25 cm • Padded seat with backrest • Hydraulic 
control integrated with the main circuit for opening and closing cutters • Manual control valve for reversing the 
direction of rotation of the cutters.

   INTER-PLANT WEEDER - SA

arboreal division

Elements nr 3 4
Fixed frame TF cm 300

Inter-rows minimum cm
Inter-rows maximum cm

 
100 84

Weight kg 775 1010
Power 60-70 70-80

Cod

2
200

150
50

555
40-50

160
1

SA333H SA433HSA233HSA133H

-
-

335
20-30

671 000 300 671 000 400671 000 200671 000 100
Hp

250

Elements nr 3 4
Fixed frame TF cm 300

Inter-rows minimum cm
Inter-rows maximum cm

 
94 80

Weight kg 776 1011
Power 60-70 70-80

Cod

2
200

138
62

556
40-50

160
1

SA345H SA445HSA245HSA145H

-
-

336
20-30

671 000 301 671 000 401671 000 201671 000 101
Hp

250

UseDescription
ADDITONAL OPTIONS

1 X MRear wheels adjustable stabilizers00670 00 10
1 X MDouble rear tilting wheels stabilizers00670 00 15
1 X EKit for lifting and repositioning the dripline00670 00 23
1 X EHydraulic movement of the element00670 00 33
1 X ERotary tiller Plus: 160cc hydraulic motors and vertical cutters with 30 cm diameter 4 hoes00670 25 32

Cod.

Available in the following versions
All. SA 33 H: element with maximum width between the rotary tiller of 33 cm

All. SA 45 H: element with maximum width between the rotary tiller of 45 cm

SA 33

SA 45

Available in the following models
 Mod SA H: hydraulic-operated weeding machine

- 13 -



- 14 -



MACHINE COLOR

CHARACTERISTICS

Long
resistance

Good
waterproof

Good termal
insulation

REGULAR EQUIPMENT: Basic equipment of which the machine is made, does not include the equipment on request and 
accessories Out�tting

ACCESSORIES ON REQUEST: A cesories required by the customer according to their needs, mandatory to complete the 
basic functionalities of the machine and the consequent order

ADDITIONAL OPTIONS: Accessories required by the customer according to their needs not mandatory to the basic 
machine operation, optional when ordering

INFORMATION

Arboree line technical/commercial overview, original texts in Italian from which the translations for the texts of foreign 
catalogues; in case of interpretative dissonance, the Italian version is the original.

Technical data, measurements, photos and characteristics are reported in “good faith” and for information purposes; they 
are therefore not binding.

In the case of product modi�cations, model changes or abandonment of manufacture, SPAPPERI is not obliged to deliver 
items with previous characteristics, if it can be replaced with others of the same performance.

Spapperi NT reserves the right, without any notice, to make the ways that it deems appropriate to its products, resulting 
from the research and development of our company.

For the general sales conditions, the agreements signed between the parties on a commercial level are the right.

All parts of this catalog - including photos - are owned by Spapperi NT.

Reproduction, even partial, is prohibited in any form and by any means.

This catalogue replaces and to all intents and purposes cancels the preceding ones.

Edition: April 2022

INFORMATION

LIGHT GREY
RAL 7045

DARK GREY
RAL 7016

BLACK
RAL 9005

RED
RAL 3020

Fast
tuning

NOMENCLATURE

Nr X E : available use is of a certain number of pieces for each element

1 X E : available use is one piece for each element

1 X M : available use is of one piece for each machine



SPAPPERI NT S.r.l.
Via P. Ercolani, 5/b - 06012 San Secondo di Città di Castello (PG) Italia
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www.spapperi.com


